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runs away very slowly. It is therefore necessary to have several sieves in readiness so that the operation may not be stopped.
The removal of the liquid, by opening the lower holes,, is continued until the yeast begins to appear as a thick liquid, when the holes are again closed. The yeast on the linen is removed and returned to the tub, which is again filled with water, and the yeast treated exactly as before. This-washing is continued so long as the yeast on the linen has a perceptibly bitter taste. In most cases three or four treatments of the yeast, with fresh quantities of water, are sufficient to remove the bitter taste to the required extent.
The washed yeast is now collected and freed from water, for which purpose a system of filters is arranged near the yeast-tub. The uppermost part of this apparatus is a fine hair-sieve; below this are placed several frames, across which linen cloth is stretched, being hung at the four corners of the frame to wooden pegs by means of stitched-on loops. The turbid liquid coming from the uppermost cloth leaves a portion of its yeast on the next, also on the third, and so on, finally leaving the last cloth with only a slight turbidity; it is received in a tub, where it deposits the remainder of the yeast as a fine, slimy residue, whilst the supernatant liquid is. quite clear.
The pores of the filter cloths soon become filled to such an extent by the fine particles of the yeast that only a little liquid can pass through; frames in this condition are removed, allowed to drain spontaneously, and replaced by fresh frames. When finally all the liquid has been brought from the tub on to the filter frames, the latter are allowed to stand until no more liquid drips from them. The yeast now appears upon the cloths as a brownish-coloured soft mud, which is removed by spreading the cloths out flat, and scraping off the yeast with a blunt wooden blade.
The paste is now brought into a very strong cloth (press, cloth), this is surrounded by a second cloth, and the whole brought under a screw press, where at first a gentle pressure